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1187821 0,87 0,08 0,05

1112635 22 718 24 0,95 0,08 0,05 40 131
1133829 25 1 27 1,06 0,10 0,07 40 131
1111515 28 1-7/8 30 1,18 0,10 0,07 40 131
1112627 30 1-3/16 32 1,26 0,12 0,08 40 131
1212745 35 1-3/8 37 1,46 0,14 0,09 40 131
1272934 38 1-172 40 1,58 0,15 0,10 40 131
1131257 40 1-37/64 42 1,65 0,16 0,11 40 131
1191900 45 1-49/64 48 1,89 0,25 0,17 40 131
1307274 51 2 54 2,13 0,24 0,16 40 131
1246160 55 2-11/64 | 58,5 2,30 0,35 0,24 60 200

PykaB ans 3alwuThbl
3AneKTpokabens

Cable covering hose

Application: softwall cable covering hose used in any industrial appli-

cation and for welding machines.

Temperature: from -30°C (-22°F) to +80°C (+176°F).

Construction

Reinforcement: high strength rubberized synthetic cord.

Cover: black, smooth (wrapped finish), SBR rubber.

Also available upon request: 1.Different diameters 2.Cable Isol, with

MpuMeHeHUe: nerkvin MArkOCTEHHbIV pykaB ans 3aluThbl
anekTpokabens, NPUMEHsIETCs Ha NPOMBILLIIEHHOM 0bopyAoBaHUM U Ha
CBapOYHbIX YCTaHOBKaX.

Temnepatypa: ot -30°C go +80°C.

KoHcTpykuus

YcuneHune: npopeamHeHHasi CUHTETUYecKas TKaHb.

insulating cover 3.Cable Protection CR with chloroprene rubber. A
MokpbITHE: YépHoe, rMazakoe (¢ oTne4YaTkoM TeKCTUINbHOro baHpgaxa),

13 CUHTETUYecKoro kayyyka SBR.

B Hanuuum no 3anpocy: 1.0pyrue guametpsbl. 2.Cable
Isol ¢ Tennousonupytowmm nokpbiTnem. 3.Cable Protection
CR u3 xnoponpeHa.

Above technical data are referring to applications at room temperature (+20°C).
IVG Colbachini is not liable for the use that differs from what is confirmed in their catalogues, product sheets, offers, order confirnations and contained recommendations. For a correct use refer to
. “Recommendations for the selection, storage, use and maintenance of rubber hoses” by Assogomma, available on www.ivgspa.it.
. m‘ With the aim to improve the product, IVG reserves the right to modify the hose specifications without giving any prior notice.




ivg colbachini spa
VG T Iel=1 TTTTIIR Coolcable

inside diameter outside diameter working pressure burst pressure weight nominal length max
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1204505 14 9/16 21 0,83 10 150 30 450 0,25 0,17 120 400
1047612 15 19/32 22 0,87 10 150 30 450 0,25 0,17 120 400
1191080 18 23/32 28 1,10 10 150 30 450 0,46 0,31 120 400
1175513 20 25/32 30 1,18 10 150 30 450 0,50 0,34 120 400
1130200 25 1 33 1,30 10 150 30 450 0,44 0,30 120 400
1118722 28 1-7/64 35 1,38 10 150 30 450 0,43 0,29 120 400
1176781 30 1-3/16 40 1,58 10 150 30 450 0,70 0,47 120 400
1319795 35 1-3/8 45 1,77 10 150 30 450 0,75 0,50 120 400
1352741 38 1-172 47 1,85 10 150 30 450 0,70 0,47 120 400
1319388 42 1-21/32 50 1,97 10 150 30 450 0,68 0,46 120 400
1212567 48 1-57/64 60 2,36 10 150 30 450 1,26 0,85 120 400
1089242 55 2-11/64 65 2,56 10 150 30 450 1,12 0,76 120 400

Cable cooling hose PykaB ans oxnaxageHus
Application: softwall hose used as sleeves for cooling electrical cables 3]19KTpO Ka6en a9

in automatic welding systems. n i .

Temperature: from -30°C (-22°F) to +80°C (+176°F). PUMEHEHUE: MSITKOCTEHHbIN PyKaB st 3aLMTbl U OXTIaXAEHWS!

anekTpokaberns Ha aBTOMaTUYECKUX CBapPOYHbIX YCTAHOBKaX.
Temnepatypa: ot -30 go +80°C.

KoHcTpykuus

BHYTpeHHUIA CINOW: YEPHBIiA, FMaaKkui, U3 TOKOHEMNPOBOASLLEN CMecH
CUHTETUYECKOro 1 HaTyparnbHoro kayvyka SBR/NR.

YcuneHue: BbICOKONPOYHbIA CUHTETUYECKUIA KOPA.

MokpbITHE: YépHoe, rMazakoe (¢ oTne4YaTkoM TeKCTUNbHOro baHgaxa),
13 TOKOHENPOBOASLLEN CMECU CUHTETUYECKOTO U HaTyparnbHOro kayuyka
SBR/NR, ycToiumMBoe K BO3AENCTBUSIM OKpY>KatoLLel cpeabl.
SnekTpuyeckoe conpoTtusneHune: 1x10%Q/m.

B Hanu4uum no 3anpocy: 1./13 cuHteTuueckoro kaydyka CR nnu EPDM.
2.0pyrve pnametpol. 3. 0pyroe paboyee gaBneHve.

Construction

Tube: black, smooth, insulating SBR/NR rubber.

Reinforcement: high strength synthetic cord.

Cover: black, smooth (wrapped finish), insulating SBR/NR rubber,
weathering resistant.

Electrical Resistance: 1x10%(/m

Also available upon request: 1.In CR or EPDM rubber 2.Different
diameters 3.Different working pressures.

Above technical data are referring to applications at room temperature (+20°C).
IVG Colbachini is not liable for the use that differs from what is confirmed in their catalogues, product sheets, offers, order confimnations and contained recommendations. For a correct use refer to
. “Recommendations for the selection, storage, use and maintenance of rubber hoses” by Assogomma, available on www.ivgspa.it.
. m} With the aim to improve the product, IVG reserves the right to modify the hose specifications without giving any prior notice.
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inside diameter outside diameter

working pressure

burst pressure

Coolingflex

weight nominal length max

1328760 6

1319400 152 6 199 7,84 6 90 30 450 1545 | 10,38 60 200
1362720 170 | 6-1116 | 217 8,55 6 90 30 450 17,04 | 11,45 60 200
1320718 203 8 253 9,97 6 90 30 450 20,50 | 13,78 60 200

High voltage cable protection
and cooling hose for electric arc
furnaces

Application: softwall hose used to cool and protect high voltage
electrical cables in steel mills, glass works, electric furnaces and in

all applications where a hose must be resistant to radiant heat and
splashes of white-hot metal.

Temperature: from -40°C (-40°F) to +80°C (+176°F).

Construction

Tube: black, smooth, insulating NR/BR rubber.

Reinforcement: high strength synthetic cord plus heat resistant
nomex® fabric.

Cover: black, smooth (wrapped finish), CR rubber, heat resistant and
flame retardant.

Branding: continuous blue stripe “IVG Cable (family logo)...”.

Also available upon request: 1.Different diameters 2.Different working
pressures.- For this type of application, there are also other hoses avai-
lable with different structures and specific rubber. Contact IVG to iden-
tify the correct product which may bestsuits the required application.

Above technical data are referring to applications at room temperature (+20°C).

IVG Colbachini is not liable for the use that differs from what is confirmed in their catalogues, product sheets, offers, order confimnations and contained recommendations. For a correct use refer to
intenance of rubber hoses” by Assogomma, available on www.ivgspa.it.
} With the aim to improve the product, IVG reserves the right to modify the hose specifications without giving any prior notice.

“Recommendations for the selection, storage, use an

PykaB ans 3awuTbl U
oxJlaxaeHuA BbICOKOBOJLTHOIO
aneKkTpokabensi Ha AyroBbIX
cTanennaBuSibHbIX Nevyax

MpuMmeHeHUe: MATKWIA pykaB Ans 3aLliuThl U OXNaXaeHUs
BbICOKOBOIBTHOTO 3rieKTpokabensi, npefHasHauYeHHbI Anst
cTanenuTenHbIX U CTEKONbHbIX MPOU3BOACTB, B YACTHOCTU ANst
anekTporneyen U Npounx BULOB NMPUMEHEHUS, e HYXeH pykas,
YCTONUMBLIA K BLICOKUM TEMMepaTypam 1 k 6pbiaram packanéHHoro
meTanna.

Temnepatypa: ot -40°C go +80°C.

KoHcTpykuus

BHYTpPeHHUIA CIOW: YEPHBIiA, FMaaKui, U3 HETOKOMPOBOASLLEN CMECU
CUHTETUYECKOTO 1 HaTyparibHOro kay4yka.

YcuneHue: BbICOKONPOYHbIA CUHTETUYECKUIA KOPA, KapOoyMOpPHBbIi
TEKCTUIMb nomex®.

MokpbITHe: YépHoe, rMazakoe (¢ oTne4YaTkoM TeKCTUNbHOro baHpgaxa),
13 XapoyrnopHOro 1 caMoracsiLLerocsi CMHTeTMYeckoro kaydyka CR.
MapkupoBka: cvHss MapkupoBoyHas neHTa “IVG Cable (norotun
cdhepbl NPUMeEHeHUs)...”".

B Hanu4uum no 3anpocy: 1.0pyrvue anametpsl. 2. [pyroe pabouee
AaBrieHve. - Ans JaHHOTO NPYMEHEHWs B HanMuuuu Takxe pykasa
[OpYron KOHCTPYKUMK U 13 Apyroro maTtepuana. [ns seibopa Hanbonee
NoAXOASLLEro KOHKPETHBIM YCIOBUAM PELLEHUS CBSHKUTECH CO
cneuvanuctamm IVG.
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IVG-GUARDIAN™ Electro

This product is

certified

inside diameter

outside diameter

working pressure burst pressure weight nominal bending radius
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1463187 | 1 3 118 | 10 | 30 051 | 034

2,8
1468510 25 1 37 1,46 10 150 30 450 0,72 0,48 80 3,2 120 400
1468537 30 1-3/16 42 1,66 10 150 30 450 0,83 0,56 80 3,2 120 400
1468529 32 1-1/4 44 1,73 10 150 30 450 0,88 0,59 90 3,5 120 400
1466798 35 1-3/8 48 1,89 10 150 30 450 1,06 0,71 100 3,9 120 400
1466836 40 1-37/64 53 2,09 10 150 30 450 1,20 0,81 140 55 120 400
1463195 42 1-21/32 55 2,17 10 150 30 450 1,24 0,83 150 59 120 400
1460625 50 2 65 2,56 10 150 30 450 1,70 1,14 150 59 120 400
1468545 55 2-13/64 70 2,16 10 150 30 450 1,85 1,24 170 6,/ 120 400
1466801 60 2-3/8 76 2,99 10 150 30 450 2,14 1,44 170 6,7 120 400
1468553 63,5 2-1/2 79 3,11 10 150 30 450 2,18 1,47 180 7,1 120 400
1463217 70 2-3/4 86 3,39 10 150 30 450 2,49 1,67 190 7,5 120 400
1466810 80 3-5/32 96 3,78 10 150 30 450 2,67 1,79 220 8,7 120 400
1466828 90 3-35/64 | 108 4,26 10 150 30 450 3,35 2,25 220 8,7 120 400
1464906 100 4 118 4,65 10 150 30 450 3,69 2,48 300 11,8 120 400

©

Cable cooling hose

Standards: rubber cover flame retardant according to ASTM C-542.

PykaB ansa oxnaxaeHus
3AneKTpokabens

a®
0

Tolerances on I.D. accorrding to UNI EN ISO 1307/1997. Tolerances

on wall thicknes from 5,1 mm to 7 mm: +/- 0,7mm - from 7,1 mm to 10
mm: +/- 0,8 mm.

Application: softwall hose used as sleeves for cooling electrical cables.
Elongation percentage: +-2% with hose at working pressure.

- BENDING RADIUS AT THE PRESSURE OF 1 BAR -

Temperature: from -40°C to +90°C, up to +110°C shortly.
Construction

Tube: black, smooth, insulating EPDM rubber, suitable to convey hot
water, process water, corrosion inhibitors and water mixed anti-freeze
agents.

Reinforcement: high strength synthetic cord.

Cover: black, smooth (wrapped finish), insulating CR rubber, resistant
to weather, ozone, radiant heat electric arc furnaces process, self-extin-
guishing according to ASTM C-542.

Electrical Resistance: R>1x10"" (/m. Breakdown voltage > 6kV/mm.
Also available upon request: 1.Different diameters.

Above technical data are referring to applications at room temperature (+20°C).

IVG Colbachini is not liable for the use that differs from what is confirmed in their catalogues, product sheets, offers, order confimnations and contained recommendations. For a correct use refer to

Hopmatusbi: Camoracsiyuiics matepuan NokpbITUS B COOTBETCTBUN
¢ Hopmoli ASTM C-542. [lonyck NorpeLlHocT! BHYTp. AvameTpa B
cootBetcTBUM ¢ UNI EN ISO 1307/1997. onyck NorpeLHocT
TOMLWMHbI cTeHKM OT 5,1 MM Ao 7 MMm: +/- 0,7 mm - oT 7,1 Mmm go 10 mm:
+/- 0,8 MMm.

MpuMeHeHUe: MATKOCTEHHbIN pyKaB A 3aLUTbl U OXNaXOeHWst
anekTpokabens. JlnHenHoe pacTsxeHune pykasa npu pabouem
nasneHun: +-2%. - PAANYC U3rBA NMPY PABOYEM OABNEHUN 1
BAP -

Temnepatypa: ot -40°C po +90°C, nuku go +110°C.

KoHcTpyKkuus

BHYTpeHHUI CIOW: YEPHBIiA, FMaaKkui 13 TOKOHENPOBOASLLETO
cuHTeTuueckoro kaydyka EPDM, npurogeH ons nepenayu ropsyen

1 TEXHOMOrNYECKON BOAbI, UHIMOBUTOPOB KOPPO3UM 1 aHTUPU3a,
CMeLLaHHOro ¢ BOAOIA.

YcuneHue: BbICOKONPOUHbIA CUHTETUYECKUIA KOPA.

MokpbITHe: YépHoe, rMazakoe (¢ oTne4YaTkoM TeKCTUNbHOro baHpaxa),
n3 CR, ycTonunsoe k aTMocdepHbIM BO3AENCTBUAM, O30HY, TEMNOBOMY
N3MyYeHNIo aNeKTPOAYroBbIX Mevell, caMmoracsilieecsi B COOTBETCTBUN C
ASTM C-5.

AnekTpuyeckoe conpoTtusrneHne: R>1x10" Q/m. SnekTpuyeckui
npobon > 6kV/mm.

B Hanu4uum no 3anpocy: 1.0pyrvue guametpbl.

“Recommendations for the selection, storage, use and maintenance of rubber hoses” by Assogomma, available on www.ivgspa.it.

} With the aim to improve the product, IVG reserves the right to modify the hose specifications without giving any prior notice.




